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The design and the writing of this leaflet have been realized with the most thorough accuracy. We do not take responsibility for printing or typing mistakes.

TwinControllerSerie: TW    Type: TW-4 / TW-12

TEMPERATURE, MIN. SPEED (IN&OUT), NEGATIVE PRESSURE

Automatic – Professional
• Controls the AIR-inlet & AIR-outlet with independent settings
• Fully adjustable, automatic temperature control
• Total amperage: 8 & 24 amp.
• Easy to calibrate using knobs
• Includes a mounting plate on the back side
• Incorporates a sensor for the indoor temperature

A = ON/100/OFF button Fan/s 1 
B = ON/100/OFF button Fan/s 2 
C = Min. % Fan/s 1

D = Negative pressure setting 
E = Min. % Fan/s 2
F = Choose the desired temperature

20 21

Technical data 
Temperature range : 5-55ºC
Power supply : 220/230V – 50Hz 
Switching differential : 1ºC per step 
Protection class : IP44 
Measures : 220 x 140 x 110 mm 
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C4 + 4 AMP

12 + 12 AMP
NOTE: NEVER surpass  
the maximum charge  
recommended! (AC motors)
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www.cli-mate.nl Climate control - No’ 1 brand in the Netherlands

professional control devices


